S | 6

30.0

14.9

LAD1140-04(X)
HANLIM

85.0

N FEMALE

51.45

3.7

18.7

(<]

4.0

REVISION

REV

DESCRIPTION

DRAWN | APPR DATE

Initial Registration

K.I.CHO |J.H.YOUN| 2010.08.16.

130.0

40.0

40.0

3—08 GASKET

2—-15.6

N FEMALE

M

25.0

©

ANT

©

DC(

GND
vee

€0 IN(Fitten

| <
4svyD-

KJ COMTECH

BT00012

FREQUENCY RANGE :
800 ~ 2500MHz

maP1 gy

mAP2 g MAP3

&

(9.5)

35.0

35.0

v.¥

30.0

140.0

148.0

3—SMA FEMALE

* ELECTRICAL SPECIFICATIONS

Frequency Range

1) Filter: 800.0 ~ 2200.0MHz

2) MAP1/2/3: 2400.0 ~ 2500.0MHz

Insertion Loss (Max.)

1) Filter - ANT: 1.0d8

2) MAP1/2/3 = ANT: 15.0+1.0dB

V.S.W.R (Max.)

1) Filter: 1.3 : 1 (@800.0~2200.0MHz)

2) MAP1/2/3: 1.3 : 1 (@2400.0~2500.0MHz)
MAP Port Isolation (Min.) : 18.0dB (@2400.0~2500.0MHz)
Input Power (Max.)

1) Filter: 30.0W

2) MAP1/2/3: 0.3W

Input DC Voltage (Max.) : 48.0V

Input DC Current (Max.) : 3.0A

Impedance : 50.0Q

* MECHANICAL SPECIFICATIONS

HOUSING : A6061 T6 (White Chromate)
CONNECTORS : MBsBD (Nickel Plate)
CONNECTORS PINS : Beryllium Copper (Gold Plate)
INSULATORS : TEFLON

* OTHER SPECIFICATIONS
MARKING COLOR : BLACK
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