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RECOMMENDED MOUNTING PCB HOLES -
91.27
26.5
8 WASHER 1 BsS Gold Plated | DWA00005-5/1 (Q2008)
NOTES a0 7| NuT 1 BRASS | Gold Plated | DNT00025-5/1 (N2002)
" FULLY RoHS COMPLY 6 COVER 1 BRASS Gold Plated | DC000023-5/1 C
. THIS CONNECTOR IS QMA RIGHT ANGLE JACK FOR PCB. 5 | INSULATOR 1 PTFE DINO1562-N/1
. ELECTRICAL SPEC T 4 INSULATOR 1 PTFE DIN00100-N/1
3.1 IMPEADANCE : 50 OHMS NOMINAL
DCT02003-5/1
32 FREQUENCY RANGE  Di~5GHs 2 3 | contacT 1 BAASS | Gold Plateo /
33VSWR: 121 (MAX) 5 2 | CONTACT 1| Belem | Gold Plated | DCTO1978-5/1
3.4 INSERTION LOSS : -0.3dB (MIN) | BoDY (B) 1 BRASS Gold Plated DBD02492-3/ 1
3.5 INSULATION RESISTANCE : 1000 MEGOHMS MIN. ! DBBO0231-5/2
3.6 DIELECTRIC WITHSTANDING VOLTAGE : 750 VRMS. ™\ /1 -1i|  BODY (A) 1 BRASS | Gold Plated DBD02467-3/3
3.7 CONTACT RESISTANCE NO.|  DESCRIPTION QTY | WMATERIAL | PLATING CODE
3.7.1 CENTER CONTACT : 3.0 MILLIOHMS. .
D | DATE
3.7.2 OUTER CONTACT : 2.5 MILLIOHNS. o 2018. 0. 07. &.m i S CRONAE
+ MACHANICAL SPEC: TOLERANCE [angle | APPROVED Y| I.C.KIM KJ COMTECH CO.LTD. o rstrsor | D
4.1 MATING : SNAP-ON. O6.5 +1° |checken Y TITLE
4.2 CONNECTOR DURABILITY : 100 MATING AND UNMATING CYCLES MIN. MATERIAL QMA50 PCB JLB-4R
. ENVIRONMENTAL SPEC : —— [DRAWNBY |S.Y.EUN owero. CN02391-773
5.1 OPERATING TEMPERATURE : —40'C~85'C FINISH SCALE  |UNIT A4 '
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