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MATERIAL & FINISHES DATA : NBSBD '
. BODY - BRASS , Nickel Plating 19.3 5 | NUT 1| c3g04BD-F | Nickel Plate | - DNT00106-5/1
2. CONTACT - BeCu, Gold Plating _
. —a = . 4 | INSULATOR 1 TEFLON DIN02888-N/1
3. INSULATOR - PTFE # NUT \WASHER & Z& & 2 /
4. NUT - BRASS , Nickel Plating 3 | GASKET 1| siucone rus DGK00307-N/1
ELECTRICAL DATA : (SCALE 3:1) BeCl
1. IMPEDANCE : 509 _ 2 CONTACT 1 C17300 Gold Plate DCT03826-5/1
2. FREQUENCY RANGE : DC~6GHz MBSBD '
1 BODY 1 | Nickel Plate DBD04304-5/1
3. VSWR (Max) : 1.35 3 1 C36048D-F
4. DIELECTRIC WITHSTANDING VOLTAGE : 750 V RMS Min. NO.| DESCRIPTION QTY | MATERIAL | PLATING CODE
5. INSULATION RESISTANCE : 1000M8 L 1 Decimal _ IDATE 2017 12. 05 Kig -.; U
6. CENTER CONTACT RESISTANCE : < 20mQ +0.1 T \®” COMTECH TECHNOLOGY
7. OUTER CONTACT RESISTANCE : < 10mQ@ b TOLERANCE Andle APPROVED BY| I.C.KIM KJ COMTECH COLTD. g:lx%%i%éi%%i%%ﬁ
MECHANICAL DATA : +1° |oHECKED BY TITLE
1. DURABILITY : 500 CYGLES MIN. = VATERIAL UM-BNC50 PCB JS-4R
2. TEMPERATURE RANGE : -65° C ~ 165°C 6.4 0.5 DRAWNBY | S.Y.EUN
*Compliance with standard 1P68 - 10 NS SCALE ONIT A4 DWG NO. CN03688-7/1
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