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2y * ELECTRICAL SPECIFICATIONS
© Frequency Range : 1700.0 ~ 1900.0MHz
PD00181 Insertion Loss (Max.) : 6.52dB
FREQUENCY RANGE : 1.7 ~ 1.9GHz écja\m ((’RAAT;X)) k 210202 d:B1
Amplitude Unbalance (Max.) : 0.3dB
Phase Unbalance (Max.) : 4.0°
! P2 P3 P P$ Power Handling (Max.) : 1.0W
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* MECHANICAL SPECIFICATIONS
‘ ‘ ‘ ‘ ‘ HOUSING : AB061 T6 (Yellow Chromate)
13 15 15 15 -7 CONNECTORS : MBsBD (Nickel Plate)
CONNECTORS PINS : Beryllium Copper (Gold Plate)
/1 14 INSULATORS : TEFLON
RSN | o NO. DESCRIPTION QTy | MATERIAL | PLATING | REMARKS
Decimal  [DATE y [.¥) R & MCROWAVE
03 =Rl W@ oo
TOLERANCE Angle APPROVED BY . COMTECH CO.LTD. Fax : 82-32-347-8017
1 {cHeckeD BY TITLE
VATERIAL AWAY POWER DIVIDER
AG0GT T6 [DRAWN BY
NS SCAT [T A4 DWG NO. PDO0181-7/1
Yellow Chromate 11 mm @ g SHEET 1 OF 1
| 2 3 I 4




