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g g * ELECTRICAL SPECIFICATIONS
© @ © Frequency Range : 474.0 ~ 794.0MHz
Insertion Loss (Max.) : 6.6dB
FREQUENCY RANGE : V.SW.R (Max.) : 1.2 1
@ 474 ~ 794MHz @ Isolation (Min.) : 20.0dB
Power Handling (Max.) : 1.0W
Impedance : 50.0Q
@ * MECHANICAL SPECIFICATIONS
v p1 p2 P3 P4 7 HOUSING : AB061 T6 (White Chromate)
é} - @ — | @ - 4{ _ CONNECTORS : MBsBD (Nickel Plate)
) CONNECTORS PINS : Beryllium Copper (Gold Plate)
° L ] L 2 l=\F,U INSULATORS : TEFLON
15.9 ‘ 25.4 ‘ 25.4 ‘ 25.4 ‘ 4-93.2 THRU 6.0 * OTHER SPECIFICATIONS
‘ ‘ ‘ ‘ MARKING COLOR : BLACK
108.0 12.0
Decimal DATE
05 00 015 | Mo
TOLERANCE [gie APPROVED BY| J.H.YOUN KJ COMTECH COLTD. IS o i ol
+1°_|cHECKED BY
MATERIAL 4AWAY POWER DIVIDER
ABO61 T6 |DRAWN BY K.I.CHO
FINISH SCALE  [uNIT @E} A4 oweNo.  PD00428-7/1
White Chromate 1/1 mm REVISION | g |SHEET 1 0f 1
1 2 3 4 ! 5 ! 6




