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FREQUENCY RANGE :
700 ~ 2700MHz + ELECTRICAL SPECIFICATIONS
< Frequency Range : 700~2700 MHz
= Division Ratio : 7:3
i 0UT1(70%, oUT2(30%, Q
DoarTR) QuTAe) 592 Insertion Loss (Max.) : 2.2dB[Out1 (70%)]
6.0d8[0ut2(30%)]
V.SW.R (Max.): 1.3: 1
@ Isolation (Min.) : 18.0dB
- P L & . & Power (Max.) : 10.0W

(18.3)

Qa‘gg M Current Rating : 29.4V/2A[Out1(70%)]
29.4V/0.8A[0ut2(30%)]
! ! Impedance : 50.0 Q
‘ PIMD(Max.) : —145dBc(@40dBm x 2 Tone,COMA, WCDMA)

7.8 78.4 * MECHANICAL SPECIFICATIONS
HOUSING : A6061 T6 (Liquid Coating, DIC-547)
CONNECTORS : MBsBD (SUCO Plate)
60.0 CONNECTORS PINS : Beryllium Copper (Silver Plate)
INSULATORS : TEFLON

* ENVIRONMENTAL SPECIFICATIONS
~40~+70°C (5%~95%)
IP65

* OTHER SPECIFICATIONS
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