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g d} FREQUENCY RANGE : % » ELECTRICAL SPECIFICATIONS
h a 700 ~ 2700 MHz Frequency Range : 700~2700 MHz
> Division Ratio : 1:1:1:1
o OUT1(50%) OUT1(50%) OUT2(50%) OUT2(50%) Insertion Loss (Max.) : 7.0dB
3 V.S.W.R (Max.): 1.2 : 1
32 Isolation (Min.) : 20.0dB
@ @ L= Input Power Max.) : 50.0W
| Impedance : 50.0 Q
© PIMD(Max.) - =150dBc
~ (@43dBm 2 Tone,COMA,WCMDA)
S ‘ ® 1 ® 1 ® 1 @ * MECHANICAL SPECIFICATIONS
a M M M M HOUSING : A6061 T6 (Liquid Coating, DIC-547)
Z [ ] [T ] (] (] CONNECTORS : MBSBD (SUCO Plate)
; 7 — — — CONNECTORS PINS : Beryllium Copper (Silver Plate)
INSULATORS : TEFLON
7.8 142.4
* ENVIRONMENTAL SPECIFICATIONS
124.0 ~40~+70°C (5%~95%)
IP65
17.0 30.0 30.0 30.0
* OTHER SPECIFICATIONS
MARKING COLOR : BLACK
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FINISH SCALE [N ® = A3 oW
Liquid Coating(DIC-547) 11 mm REVISION 1 | SHEET 4 o 1
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