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REVISION
REV DESCRIPTION DRAWN | APPR DATE
1 Initial Registration S.L.SON |J.H.YOUN| 2020.07.09.
2 Housing 81 (2 &4l X&) S.L.SON |J.H.YOUN| 2020.08.18.

475 3— N TYPE FEMALE

80.0 * ELECTRICAL SPECIFICATIONS

Frequency Range : 600~5500 MHz
Insertion Loss (Max.) : 4.0d8

| V.S.W.R (Max.): 1.4 1

Isolation (Min.) : 18.0dB

Phase Unbalance (Max.) : 8.0°
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; Power Handling (Max.) : Splitting 50.0W
Combining 6W
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PIM(@43dBm 2Tone COMA) : 3th -120dBc
2WAY POWER DIVIDER Z)@» Impedance : 50

(Frequency Range:600~5500MH; Label
Model No. : PD00637

@ HOUSING : AB061 T6 (Powder Glossy,Munsell N§)
CONNECTORS : MBsBD (Binary Alloy)

@ERANGTEK CO., Lltd
pertel .. TYMINAER CONNECTORS PINS : Beryllium Copper (Silver Plate)
AT INSULATORS : TEFLON

* MECHANICAL SPECIFICATIONS
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Q} * OTHER SPECIFICATIONS
MARKING COLOR: BLACK
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