7/16 PIN

4—¢3.6 THRU

REVISION

DESCRIPTION

Initial Registration

@

141FJ(BLUE)

==

HEX 20.0

NOTES. UNLESS OTHERWISE SPECIFIED

1) Maximum Loss @ 500-3000MHz

2) VSWR Maximum 1.3:1 / Insertion Loss Meximum 0.4d8
3) Impedancs : 50 Ohms

4) Cable 141FJ overlapping Heat shrink on connector

5) Cable to be labelad with Part number and revsion

6) PIM 156dBc using 2CW TONES +43dBm /TONE

BONDING TUBE

ATU00006-N/1

CONNECTOR

KJ COMTECH

CN02758-7/3

CONNECTOR

KJ COMTECH

CN02843-7/3 | 7/18 DIN5O JS-4H

COAXIAL CABLE

EXPANTEL
FLONTEC

ACAD0040-N/1|  141FJ(50Q)

CUSTOMER

NO. DESCRIPTION

VENDER

PART NO.

DATE 2016. 08. 09.

CUSTOMER CODE

APPROVED BY | |.C.KIM

CHECKEDBY | -~

KI.

KJ COMTECH CO.LTD.

DRAWNBY | H.J.LEE

TIMLE

CABLE ASS'Y

CHECKED BY

SCALE UNIT

vs| mm | ©=3

DWG NO. CF00916-7/1

A4 DETAIL NO.

REVSON | R




