
Unit Minimum Typical  Maximum Comments
MHz PCS1900 band
dB 0.15

dBp-p 0.1 @ 1850~1995 MHz
MHz TX band Only
dB

dB 18.0
Avg. 500.0
Peak 5000.0

dBc 155.0
@ 2 x 43dBm TX

CHs (*1)
Input/Output VSWR @ 1850~1995 MHz

Detector Range dBm 30.0 50.0 56.0 @ 1930~1995 MHz
0.75 3.75 4.65 @ 0.15V / dBm

@ 50dBm

@40~55dBm
@25~40dBm
@All Temp.
(-20~+70℃)

Detector Range dBm 10.0 50.0 56.0 @ 1930~1995 MHz
4.0 4.48 @ 0.08V / dBm

@ 50dBm
@30~50dBm
@10~30dBm

@All Temp.
(-20~+70℃)

V 10.0 12.0 14.0
mA 80.0 @10~13.8 V

Input Power Detector

Return Power Detector

Parameters 

DC Input Voltage
DC Current Consumption 

Accuracy Range dBm

Frequency Range 
Insertion Loss

Pass Band Ripple
Coupling Frequency

Coupling Ripple
 Directivity

Output Power

Passive IM

V

RSSI-Voltage V
4.0

±0.3
±0.5

±0.5

W CDMA Source

 ≤ 1.15 : 1

3.75

dBm

RSSI-Voltage

Accuracy Range

±0.5

±0.7

±1.0

1850 ~ 1995

 1930 ~ 1995 

±0.2


