
Unit Minimum Typical  Maximum Comments
MHz CDMA BAND
dB 0.2 Path1 & Path2

dBp-p 0.15 @ Pass Band
Ω 50.0

Avg. W 150.0
Peak 1500.0

dBc 150.0 @ 2 x 43dBm TX CH
IN1-SMS
IN2-SMS
IN1-CPL
IN2-CPL
IN1-IN2 dB 60.0

IN1-OUT2 dB 80.0
IN2-OUT1 dB 80.0
SMS-OUT1 dB 90.0
SMS-OUT2 dB 90.0
SMS-DET dB 65.0
SMS-CPL dB 55.0

Coupling Ripple dB
dB 18.0

Input/Output VSWR
Voltage V 10.0 27.0 32.0
Current A 2.0

Pass-band MHz 2.0 2.176 2.3 통과대역 @TMA VCC
Return Loss dB 15.0 @ 2.0~2.3 MHz

dBc 10.0 @ > 30MHz
dBc 60.0 @800~2300 MHz
MHz CDMA(TX)
dBm 15.0 40.0 50.0

V 3.2 4.0 @ 0.08V/dBm
dBm @ 30~47dBm
dBm @-20~75℃ , 40dBm

V 10.0 12.0 14.0
mA 50.0 @10~13.8 V

824~894

±0.2

@IN1,IN2 각각
(CDMA Source)

dB
80 ± 1.0

40 ± 0.5

@824~894 MHz

@869~894MHz

DC Current Consumption

In/Out Impedance

Input Power Rating

Coupling Value

Frequency Range 
Insertion Loss

Pass Band Ripple

Passive IM

Isolation

Directivity

Input Bias Tee

RF Rejection

Parameters 

DC input Voltage

≤ 1.15:1

±0.5
±0.5

Detect Frequency Range
Input Detect Range

Detect Voltage
RSSI Accuracy
Temp Accuracy

869~894


